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® Twin Gunmetal Below Ground

Boundary Box

< Corrosion resistant gunmetal meter valves & shut off
devices

« 2 x 3/4" BSP female outlets with protective end caps

e 2 x 1" BSP male inlets

e 2 port gunmetal manifold with 1" BSP Female swivel
connectors to create single 1" BSP female inlet to
twin 3/4" BSP female outlet meter box

e 1/4 turn spherical 3/4" shut off device
2 x meter valve housings with dust caps to suit
G1.5" threaded concentric water meters up to
Qn2.5m3 per hour

e Large 250mm diameter guard tube suitable to allow
two water meters with AMR encoders (Max 110mm
diameter)

e 600mm height guard tube

< Bayonet fixing to allow quick, easy location of guard
tube onto base during installation

« Frost protection pad

Tyco Waterworks' new twin gunmetal below
ground boundary box is a simple, low cost
option to provide two metered outlets from
the choice of either a single or twin inlets.
The option of a single inlet is achieved
through a 2 port gunmetal manifold which
can be supplied pre-assembled or retro-fitted
in situ to a twin inlet box.

The single inlet version is ideal for newlay ap-
plications, while the twin inlet suits rehabilita-
tion of existing infrastructure.

The large diameter guard tube allows 2 con-
centric water meters with AMR capability to be
fitted and can be cut to suit the height re-
quired.

Twin Gunmetal Below Ground Boundary Box

Guard tube material PVC
Guard tube profile Round; 250mm outside diameter; 5.3—5.7mm wall thickness
Height Overall height including base 670mm
Frost Protection Cross linked Polyolefin foam
Water tightness Non water tight
Shut Off device 3/4" Spherical 1/4 turn valve x 2
Non Return Valve In accordance with WIS 5-11-01
Manifold Base style x 2; Gunmetal 3/4"
Meter Connection 1-1/2" BSP Concentric (Qn2.5m3/hr) meters (x 2)
Head Loss < 1.7 metres through both outlets (single inlet) with meters fitted
Inlet 2 x 1" BSP Male or 1 x 1" BSP Female
Outlet 2 x 3/4" BSP Female
Blanking plugs Dust caps (Standard);
Optional: Full Flow cap (Acetal or Gunmetal); Trickle Flow cap; No Flow cap.
Product Weight (approx) Twin inlet 7.5kg; Single inlet 8.8kg
WRAS Approval Under test
Tools / Spares MB4940404AM: 2 port gunmetal manifold with 1" swivel connectors (Requires 1" spanner)

SMCWO4F: 1" swivel connector fibre washers



